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ZT320K
Flattop Tower Crane

타워크레인의 구조, 규격 및 성능에 관한 기준

KS B ISO 12485 ; 2004

EN 14439 EN 13001

FEM 1.001 A3 DIN 15018

GB/T 5031-2008 GB/T 13752-2013
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Rev.00

Load capacity

Jib & Counterjib schedule

Jib length

(m) m ton

2 5.0~37.1 8 7.31 6.32 5.54 4.90 4.36 3.92 3.53 3.20

4 4.0~20.3 16 12.56 10.12 8.40 7.12 6.13 5.34 4.70 4.17 3.72 3.34 3.01

2 5.0~37.6 8 7.43 6.43 5.63 4.98 4.44 3.99 3.60

4 4.0~20.6 16 12.75 10.28 8.53 7.24 6.24 5.44 4.79 4.25 3.79 3.41

2 5.0~39.1 8 7.78 6.74 5.91 5.23 4.67 4.20

4 4.0~21.3 16 13.32 10.74 8.93 7.58 6.54 5.71 5.04 4.48 4.01

2 5.0~41.8 8 7.31 6.42 5.70 5.10

4 4.0~22.8 16 14.37 11.61 9.67 8.23 7.12 6.23 5.51 4.91

2 5.0~42.9 8 7.56 6.64 5.90

4 4.0~23.4 16 14.82 11.99 9.99 8.51 7.36 6.45 5.71

2 5.0~44.8 8 7.95 7.00

4 4.0~25.0 16 15.55 12.59 10.51 8.96 7.76 6.81

2 5.0~45.0 8

4 4.0~25.0 16 12.97 10.83 9.24 8.01

2 5.0~40.0 8

4 4.0~24.9 16 15.95 12.93 10.79 9.21

2 5.0~35.0 8

4 4.0~25.7 16 13.41 11.21

2 5.0~30.0 8

4 4.0~25.9 16 13.51
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Rev.00

Counter weight block schedule

JIB LENGTH

(m)

COUNTER JIB

LENGTH(m)

WEIGHT

(ton)

TYPE
DESCRIPTION

A(4.0ton) B(3.0ton) C(1.5ton)

75

21

27.0 6 1 0

70 25.5 6 0 1

65 24.5 5 1 1

60 23.0 5 1 0

55 21.5 5 0 1

50 19.0 4 1 0

45

17

27.0 6 1 0

40 23.0 5 1 0

35 21.5 5 0 1

30 19.0 4 1 0

Wall bracing Schedule
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Mechanism

HOIST MECHANISM(INVERTER)

Line

part

Motor

power

m/min 36 72 90 18 36 45 18mm, 450m

Max. 880m
55kW

ton 8 4 2 16 8 4

TROLLEY MECHANISM(INVERTER) SLEWING MECHANISM(INVERTER)

Motor

Power
Speed

Wire

rope
Motor power Speed

7.5kW 80m/min
11mm

155m+100m
7.5kW × 3EA 0.8rpm

POWER

SUPPLY
3ph×380V×60Hz

CONTROL

CIRCUIT
24Vdc, 110Vac

POWER

CONSUMPTION
150kVA BREAKER 225A

Foundation

8
7
5

8250

1

112

3

112

2

644

BEARING POWER OF THE SOIL (Pmax)

STRENGTH OF CONCRETE GRADE

GRAVITY OF CONCRETE

CONCRETE VOLUME

NOTE
1.본 도면은 ZT320K JIB 75m이하 H.U.U. 61m이하 용기초도면 임.
2.이음 길이는 상기 치수 이상으로 할 것.
3.지내력이 부족한 곳은 파일 시공 등 기초 보강 후 설치할 것.

126.5m3

2400kg/m3

240kg/cm2

22tonf/m2

2 HD25 / Length : 10000 / 112EA

3 HD19 / Length : 10000 / 112EA

4 HD22 / Length : 4600 / 64EA
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Rev.00

Packing list

Upper part

Description Sketch L(m) W(m) H(m)
Weight

(ton)
Q’ty

Jib Section

Jib weight

(trolley+trolley mechanism)

Length

(m)

Weight

(ton)

75 19.96

70 19.52

65 19.27

60 18.83

55 18.27

50 17.01

45 16.84

40 15.58

35 14.85

30 13.59

No. 1
L W

H

10.37 1.74 2.78 5.67 1

No. 2
W

H

L

10.42 1.49 2.55 3.60 1

No. 3
W

H

L

10.41 1.49 2.53 2.98 1

No. 4
W

H

L

5.34 1.49 2.49 1.26 1

No. 5
W

H

L

10.28 1.49 2.44 1.99 1

No. 6
W

H

L

10.24 1.49 1.90 1.43 1

No. 7
W

H

L

5.22 1.49 1.86 0.56 1

No. 8
W

H

L

5.20 1.49 1.84 0.44 1

No. 9
W

H

L

10.15 1.49 1.81 0.69 1

END

JIB
L W

H 0.92 1.79 1.49 0.18 1

Turn table

(with platform, handrail) L

H W

2.33 2.74 2.45
8.08

(8.66)
1

Cabin W

L

H

2.09 1.52 2.24 0.70 1

Trolley
L W

H 2.37 2.22 1.41 0.55 1

Hook
L W

H

0.29 1.07 2.31 0.63 1

Counter jib

Composition
Weight

(ton)

CJ2+CJ3 7.46

CJ3 5.48

(Included platform, handrail

Tiebar, Service derrick, etc)

CJ1
L W

H 7.78 1.63 2.55 4.42 1

CJ2

L W

H 4.36 1.46 2.55 1.98 1

CJ3

L

H

W

11.11 1.71 0.79 3.46 1



서울시 송파구 올림픽로 293-19 현대타워 404호(우:05510)

#404 Hyundai Tower, Olympic street 293-19, Songpa-Gu, Seoul, Korea 05510

cks@dodoint.co.kr, dodokwak@dodoint.co.kr, info@dodoint.co.kr

T +82-2-2203-7389 / +82-70-7795-7389

M +82-10-8727-8706 / +82-10-7721-4814

F +82-2-3431-7389

Packing list

Description Sketch L(m) W(m) H(m)
Weight

(ton)
Q’ty

Hoisting mechanism

(Included wire rope / Max. 880m)
L

H

W 2.97 2.14 1.55 5.52 1

Trolley mechanism

(Included wire rope) L

H

W

0.92 1.36 0.76 0.61 1

Counter Weight

block

A type

W L

H

0.45 1.20 3.50 4.00 6

B type 0.45 1.20 2.62 3.00 1

C type 0.45 1.20 1.31 1.50 1

Lower part

Description Sketch L(m) W(m) H(m)
Weight

(ton)
Q’ty

Basic mast
LH

W 2.20 2.20 4.02 2.57 1

Mast
H L

W 2.20 2.20 4.02 2.75 15

Transition mast

L

H W 2.85 2.82 2.57 3.38 1

Climbing cage

(with platform, handrail, cylinder,

mobile beam) H W

L 2.65 2.65 9.80
6.35

(9.98)
1

* 본 사양은 변경될 수 있습니다.

본 장비는 ㈜두두인터내셔널 OEM 제품으로 국내 국토교통부, 산업안전공단 등 관련 법규를 적용하여 형식승인을 취득한 장비입니다.


